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Pierre Chatelain1, Alexandre Krupa2 and Nassir Navab3
Abstract— We propose a control framework to optimize
the quality of robotic ultrasound imaging while tracking an
anatomical target. We use a multitask approach to control the
in-plane motion of a convex probe mounted on the end-effector
of a robotic arm, based not only on the position of the target in
the image, but also on features extracted from an ultrasound
confidence map. The resulting control law therefore guarantees
a good image quality, while keeping the target aligned with
the central ultrasound scan-line. Potential applications of the
proposed approach are, for example, teleoperated ultrasound
examination, motion compensation for ultrasound-guided inter-
ventions, or automatic ultrasound acquisition. We demonstrate
our approach with experiments on an ultrasound examination
training phantom in motion.
I. INTRODUCTION
Ultrasound is an attractive modality for both diagnostic
and interventional imaging, because it is non-invasive, low
cost, and real-time. The quality of ultrasound images depends
on intrinsic factors, such as the hardware design and the
different acquisition parameters, but also on the conditions
of the examination. Indeed, the placement of the probe, the
ultrasound beam incidence angle, the contact force applied
to the body, and the distribution of ultrasound gel are critical
factors to obtain a good image quality. Finding the optimal
acoustic window to observe the anatomy of interest requires
expertise, especially for locations where dense objects, such
as bones, generate shadows in the image. The quality of
ultrasound images has been greatly improved by more and
more efficient hardware design in the past decades. The
use of ultrasound contrast agents to increase the contrast of
ultrasound images has also been studied as a way to improve
the image quality [1]. Post-processing algorithms, such as
denoising or speckle reduction, can also enhance the acquired
images [2], [3]. For a detailed overview of ultrasound image
enhancement, the reader is referred to [4].
However, even with a modern transducer design and im-
proved post-processing techniques, the quality of ultrasound
images remains dependent on the expertise of the clinician.
This issue has motivated the development of robot-assisted
ultrasound systems, and of tele-echography in particular, in
order to enable remote examination by specialists of patients
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located in medically isolated sites. While the first tele-
ultrasound examinations where performed without robotic
assistance, using a video conferencing system to guide
a technician on site [5], robotic tele-echography systems
started to be developped in the early 2000s [6]–[8]. In such
systems, force sensors are used to ensure that the contact
forces between the probe and the patient are not excessive,
and, thanks to haptic devices, to provide a force feedback to
the master controller [6], [8], [9].
Image control has also been of interest to facilitate the
manipulation of the probe. In [7], Salcudean et al. use an
ultrasound image correlation algorithm to track the carotid
artery, and propose a shared control over the motion of
the ultrasound probe. In [10], the out-of-plane translation
of the carotid artery is controlled using an intensity-based
method. In [11], intensity-based visual servoing of 2D and
3D probes is used to compensate for organ motion. A shared
control method to maintain visibility constraints during tele-
echography is proposed in [12].
On the other hand, the impact of the probe placement on
the image quality has received little attention up to now.
Recently, Kuhlemann et al. [13] have proposed a robotic
system to avoid shadowed areas based on entropy as a
measure of quality. Entropy, and other statistical image
analysis techniques [2], [14], are easy to estimate and can
provide a first insight into the quality of ultrasound images.
However, these methods do not account for the specificities
of ultrasound. El-Zehiry et al. [15] proposed to learn a
relation between the imaging parameters of the scanner and
the image quality, based on expert ratings. The learned model
was used to optimize the imaging parameters automatically.
This framework provides an ultrasound-specific measure of
quality, but the measure remains global for each image, and
the position of the probe is not considered. Karamalis et
al. introduced in [16] the concept of ultrasound confidence
map, which provides a pixelwise measure of the ultrasound
signal quality. The computation of Karamalis’ confidence
maps is based on a simplified physical model of sound
propagation in soft tissues. Therefore, it provides an objective
measure of quality. This framework has been found useful for
shadow detection, to improve ultrasound reconstruction [16]
or ultrasound image compounding [17], or as a visualization
tool for the clinician [18]. In [19], we proposed to use the
ultrasound confidence map as a new signal for servo-control,
and designed a confidence-driven visual servoing control law
to optimize the orientation of the probe with respect to the
image quality. However, the quality-based control was global,
without considering the anatomical contents of the image. In
a clinical scenario, one would be interested in finding the
best acoustic window for a specific target.
In this paper, we extend the method presented in [19] to
address the tracking of a specific anatomical target. Our ob-
jective is thus (i) to maintain the target horizontally centered
in the ultrasound image and (ii) to orientate the probe in order
to get the best acoustic window for this target. We formalize
these tasks, together with the force control task, using
the redundancy framework [20] to ensure that the quality
optimization task does not disturb the motion compensation
task. The resulting framework provides a decoupled control
of contact force, target positioning in the ultrasound image,
and quality on the three in-plane degrees of freedom (DOF).
The main contributions of this paper are thus:
• The definition of a quality optimization task with respect
to a specific anatomical target, instead of the global
image as was done in [19].
• The formalization of the control law with the redun-
dancy framework.
In addition, we validate our method experimentally with an
abdominal ultrasound training phantom.
We describe our control framework in Sect. II, starting
with a short description of the confidence maps (Sect. II-A),
and we present the results of experiments performed on a
realistic ultrasound phantom in Sect. III. Finally, we propose
a discussion of our method in Sect. IV.
II. METHODS
A. Ultrasound Confidence maps
Ultrasound confidence maps [16] provide a per-pixel
measure of the ultrasound image quality. The confidence
estimation is based on a graphical model of the physics of
ultrasound image formation, with two boundary conditions:
the confidence is 1 next to the transducer (perfect signal),
and 0 at the maximal depth (no signal). This system of
constraints is solved using the random walks algorithm [21].
The solution is a probabilistic map C : Ω −→ [0, 1] over the
field of view Ω where, for each pixel (x, y) ∈ Ω, C(x, y) is
the confidence of the signal at this location.
B. Control framework
We consider a convex ultrasound probe attached to the
end-effector of a 6-DOF robotic arm. Our goal is to optimize
the visual quality of a given anatomical target. To this end,
we define three functional tasks to be realized jointly:
1) Maintain a constant contact force between the probe
and the patient.
2) Maintain the target horizontally centered in the image.
3) Optimize the confidence of the ultrasound signal at the
target location.
We propose to use the redundancy formalism [20] to
design a control law fulfilling the constraints defined above.
We realize the fusion of the tasks in the probe frame Fp
attached to the imaging center of the convex probe. We define
the control velocity screw v = [vx vy vz ωx ωy ωz]
> in the














Fig. 1. (a) Robotic system and the corresponding force sensor frame (Fs),
probe frame (Fp), probe contact frame (Fpc), and gravity frame (Fg). (b)
An ultrasound image. The red line corresponds to the contour of the target.
The red cross corresponds to the barycenter of the target.
ωx, ωy , ωz the rotational velocities. The different frames
involved in the design of our control law are represented
in Fig. 1. The force sensor frame Fs is attached to a 6-
axes force/torque sensor mounted on the robotic arm, and
the probe contact frame Fpc to the contact point between
the probe and the object’s surface. The probe gravity frame
Fg is centered on the mass center of the probe, and its z-axis
is aligned with the direction of the gravity force.
1) Force control: We start by describing the control law
for the contact force task. We use the method proposed
in [11], to which the reader may refer for further details. The
force/torque sensor provides a measure of the force tensor
sHs expressed in the sensor frame Fs (see Fig. 1). In order
to obtain the contact force between the probe and the patient,
we also need to consider the action of gravity on the probe.
The gravity force tensor expressed in the gravity frame Fg
can be expressed as gHg = [0 0 9.81mp 0 0 0]>, where mp is
the mass of the probe (in kg). Given the twist transformation
matrices pcFs and sFg allowing the transformation of a
force/torque tensor from one frame to another, the force
tensor in the contact frame Fpc reads:
pcHpc =
pcFs(
sHs − sFggHg). (1)
As we are interested in controlling the force only along the
y-axis of the probe, we define the force feature as the y
component of the force tensor: sf = [0 1 0 0 0 0] pcHpc.
We denote s∗f the desired contact force, and ef = sf − s∗f
the error to minimize. The aim of the contact force task is to
obtain an exponential decrease of ef Therefore, the desired
variation of the error is defined as ė∗f = −λfef , where λf is
the force control gain. The interaction matrix Lf relating the
variations of sf to the velocity screw v in the probe frame,
such that ṡf = Lfv, can be approximated as
Lf = [0 k 0 0 0 0] , (2)
where k is an estimation of the contact stiffness. Following
the task function framework, the control law to apply in order
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Fig. 2. Illustration of the different coordinate systems. (a) Probe frame
and image polar coordinates. (b) Confidence map with the target angular
coordinate θt, the confidence main orientation θc, and the confidence feature
sc.
2) Motion compensation: The target is tracked in the
ultrasound images using the parametric active contour al-
gorithm described in [22]. We denote (xt, yt, zt) the co-
ordinates of the target’s barycenter in the probe frame.
Since we consider a 2D probe, the target is located in the
image plane, so that zt = 0. The motion compensation task
consists in maintaining the target centered horizontally in
the image. Therefore, we define the visual feature st = xt
and its desired value s∗t = 0. The desired error variation
is ė∗t = −λt(st − s∗t ), where λt is the control gain of the
motion compensation task. The relation between the variation
of the visual feature and the velocity screw v expressed in
the probe frame is given by the interaction matrix Lt such
that ṡt = Ltv:
Lt = [−1 0 0 0 0 yt] . (4)
3) Quality optimization: The quality task aims at optimiz-
ing the quality of the ultrasound image at the target location.
To this end, a possible approach would be to search for the
scan-line along which the signal confidence is maximized.
However, the direction of maximum confidence would be
an unstable feature, with possible temporal discontinuities.
Instead, we use the angular coordinate θc of the confidence-
weighted barycenter of the confidence map as an indicator







where C : [rmin, rmax]× [θmin, θmax] −→ [0, 1] is the con-
fidence map, and CΩ =
∫∫
(r,θ)∈Ω Crdrdθ. This measure and
the corresponding scan-line Lc are represented in Fig. 2(b).
Our goal is to get the best image quality at the target
location. Therefore, we define the confidence feature as the
angular displacement sc = θc − θt between the target and
the confidence barycenter, where θt = atanxtyt is the angular
coordinate of the target. The angle θt corresponds to the
scan-line Lt passing through the center of the target [see
Fig. 2(b)]. As we wish to find the best acoustic window for
the target, the desired configuration is L∗c = L∗t , correspond-
ing to s∗c = 0. The desired variation of the confidence feature
error is then defined as ė∗c = −λc(sc − s∗c), where λc is the













t is the radial coordinate of the target.
According to [19], we can also write θ̇c ≈ [0 0 0 0 0 − 1]v.
Therefore, the interaction matrix Lc that relates the variations







0 0 0 0
]
. (7)
4) Control fusion: The force control acts on the trans-
lation along Yp, while the motion compensation acts on
the translation along Xp and the rotation around Zp. As a
result, these two controls are decoupled. On the other hand,
it appears from (7) that the confidence control is coupled
to the force and vision controls. In order to ensure that the
confidence control does not disturb the other tasks, we use
the redundancy framework to define the components vf , vt
and vc of the velocity screw of the probe. These components
correspond to the force control, motion compensation and
quality optimization tasks respectively . The force component
vf of the velocity screw, which is the task of highest priority,
has already been defined in (3). Following the redundancy
formalism described in [20], we define Pf and Pf,t the
projection operators on the null-space of Lf and (Lf ,Lt)
respectively:
Pf = I6 − L+f Lf (8)
Pf,t = Pf − L+t Lt, (9)
with I6 being the identity matrix of size 6. Then, the velocity
screw component corresponding to the motion compensation
task is defined as
vt = (LtPf )
+(ė∗t − Ltvf ). (10)
From (3), (4) and (8), we deduce Ltvf = 0 and LtPf = Lt
(the tasks are decoupled), so that the vision control law can






For the component of the velocity screw corresponding to the
quality optimization task, the redundancy framework gives
vc = (LcPf,t)
+(ė∗c − Lc(vf + vt)), (12)
and finally, the combined control law is obtained by summing
the three components:
v = vf + vt + vc. (13)
We provide an illustration of the constraints induced by
the different tasks in Fig 3. The force control task constrains
one DOF, and it allows the probe to slide along the body’s
surface and to rotate around its imaging center. The target
tracking task constrains the center of the target to be aligned
with the central scan-line of the image, leaving one last DOF
for confidence control.
Fig. 3. Illustration of the constraints induced by the different control tasks.
The plain line represents the body’s surface, and the circle represents the
target. The dashed line corresponds to the possible positions of the probe’s




We use a 4DC7-3/40 convex ultrasound probe (Ultrasonix
Medical Corporation, Canada), rigidly attached to the end-
effector of a 6-axes Viper s650 robot (Adept Technology
Inc., USA). The robot is equipped with a force/torque sensor.
The prescan ultrasound frames are sent from the Ultrasonix
system to a workstation (Intel Core i7, NVIDIA Quadro
K2000), where our method is implemented. This workstation
performs the different image processing steps required by our
control framework in real-time:
• Conversion of the image from prescan (128 × 640) to
postscan (211× 152, i.e., 2 millimeters per pixel).
• Target tracking update in the postscan image.
• Downsampling of the prescan image to 64× 80.
• Computation of the confidence map from the downsam-
pled prescan image. This operation takes 9 ms on the
downsampled image. On the full image, the computa-
tion would take 467 ms, which would be too long for
the control period.
• Conversion of the confidence map to postscan (211 ×
152).
The tracking is based on an active contour model, from which
we can extract the coordinates of the target’s barycenter,
as shown in Fig. 1(b). The desired control screw (13) is
computed from the features extracted in the image processing
steps, and applied to the robot. However, we limit the trans-
lational and rotational velocities to a maximum of 5 mm/s
and 5 deg/s, respectively. The image processing is performed
in less than 59 ms, which is the period of the control
loop. For the experiments, we use an ABDFAN ultrasound
examination training model (Kyoto Kagaku Co., Japan),
which resembles a human abdomen. Our experimental setup
is illustrated in Fig. 4.
B. Convergence
We first present results related to the convergence of our
system in a static environment. In these experiments, the
phantom is not moving, and the probe is initially placed in
such a position that the target is visible in the image. We
TABLE I
AVERAGE FEATURE ERRORS AFTER CONVERGENCE. THE RESULTS ARE
DISPLAYED AS ē± σ, WHERE ē IS THE MEAN VALUE OF THE SERIES,
AND σ IS THE STANDARD DEVIATION. COLUMN ef CORRESPONDS TO
THE FORCE ERROR, et TO THE TRACKING ERROR AND ec TO THE
CONFIDENCE FEATURE ERROR.
series ef (N) et (mm) ec (deg)
1 0.23 ± 0.30 0.30 ± 0.26 0.34 ± 0.09
2 0.05 ± 0.01 0.35 ± 0.13 0.30 ± 0.09
3 0.45 ± 0.49 0.51 ± 0.24 0.45 ± 0.10
Combined 0.24 ± 0.38 0.39 ± 0.22 0.36 ± 0.11
TABLE II
RELATIVE DIFFERENCE IN CONFIDENCE BETWEEN THE INITIAL STATE
AND THE FINAL STATE. c̄ IS THE MEAN VALUE OVER THE ENTIRE IMAGE.

















conducted 15 experiments, with different initial configura-
tions. The initial value of the feature errors ranged from 0.2
to 3.5 N for the force, 40 to 91 mm for the target’s position
and 6 to 16◦ for the confidence feature. The experiments are
separated in three series with different control gains:
1) λfk = 0.001, λt = 0.2 and λc = 0.3.
2) λfk = 0.002, λt = 0.4 and λc = 0.4.
3) λfk = 0.002, λt = 0.4 and λc = 0.6.
In each series, the desired contact force was set to s∗f = 5 N.
The desired behavior of the system with our control law
is an exponential decrease of the feature errors. Therefore,
we can expect the system to have converged after a period
of 5τ , where τ = 1λt is the characteristic time of the slowest
task. We use this criterion to evaluate the precision of the
convergence, by computing the mean feature error for t > τ .
We report in Table I the average final feature errors for each
series of experiments. The evolution of the features during
one of the experiments is presented in Fig. 5.
In addition to the feature errors, we registered the mean
confidence of the image, as well as the mean confidence of
the target. In order to estimate the impact of the control law
on the confidence, we computed the relative difference of
confidence between the initial state (namely, the 1st second of
the experiment) and the final state. The results are presented
in Table II. In average, we observe an increase of the mean
target confidence by 22%.
(a) (b) (c)
Fig. 4. Illustration of the experimental system, ultrasound image with the target, and confidence map with the angular feature. (a) Initial position. (b)
After convergence. (c) During motion of the phantom. The red contour on the ultrasound images represents the boundary of the target. On the confidence





































































Fig. 5. Convergence: Evolution of the features during convergence in a static environment. (a) Contact force sf in N. (b) Target position error et in cm.
(c) Confidence feature error ec in degrees.
C. Motion compensation
Finally, we present the results of an experiment demon-
strating the use of our method for motion compensation. For
this experiment, large motions were manually applied to the
phantom, in order to test the reaction of the system in a non-
static environment [see Fig. 4(c)]. We invite the reader to
refer to the corresponding video, provided as supplementary
material. The evolution of the different features during the
experiment is presented in Fig. 6. In these plots, the gray
parts represent the periods when the phantom was moved.
During the experiment, we applied three different motions
to the phantom, interleaved with steady states:
• 13 s < t < 24 s: fast rotation of the phantom towards
the probe, generating a 14 N peak in the contact force,
a displacement of 1 cm of the target in the image, and
an error of 10 degrees for the confidence feature.
• 40 s < t < 56 s: rotation back to the initial position,
inducing a drop in the contact force.
• 67 s < t < 92 s: slower rotation towards the probe, and
fast release back to the initial position.
Each time, all three features converged back to their desired
value during the steady state. During the transitional states,
the feature errors remained within an acceptable range.
IV. DISCUSSION
In this section, we discuss the prospects and limitations
of our approach, as well as possibilities to overcome these
limitations. The main point of our approach was to offer a
simultaneous control of contact force, target position and im-
age quality. The convergence analysis presented in Sect. III-
B shows that this control can be achieved in a decoupled
manner. Namely, the quality optimization task did not disturb
the force and target positioning tasks. Regarding the response
time of the system, we presented results obtained with
a control gain of up to 0.4 for the tracking and quality
optimization tasks. This is sufficient to compensate for slow
patient motion. To consider faster motions, it is necessary
to increase the control gain. Currently, the bottleneck is the
estimation of the confidence feature, which is not precise
enough to have a stable control with a higher gain (see the
oscillations of the feature error in Fig. 5(c) and Fig. 6(c)). In
the current implementation, we compute the confidence map
on a prescan image downsampled by 2 in width (number of
scan lines) and 8 in height (depth). This downsampling was
necessary in order to comply with the real-time requirement,
as the computation of the confidence map was too long
with the image at full resolution. However, it reduces the
precision in the feature estimation, since (i) the estimation













































































Fig. 6. Motion compensation: Evolution of the features during the motion compensation experiment. The gray parts (13 to 24 s, 40 to 56 s and 67 to
92 s) represent the periods during which the phantom was moved. (a) Contact force sf in N. (b) Target position error et in cm. (c) Quality feature error
ec in degrees.
and (ii) the precision of the confidence-based feature, defined
in (5), depends on the resolution of the confidence map. One
of our next steps will be to optimize the computation of the
confidence map, which can be achieved such as proposed
in [18]. With a more precise confidence-based feature, we
expect to be able to increase the control gain of our system.
Another issue of interest is the out-of-plane control of the
probe. We presented here a complete control of the in-plane
motion (3 DOF). A 6-DOF control could be obtained with
a 3D ultrasound probe using a similar control law, provided
that we have a robust tracking of the target in 3D.
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